
 

ONYX-TS

COMBINE SLEEK, ERGONOMIC DESIGN WITH ROBUST ENGINEERING

 

SWING GATE

Ergonomic design of the servo-driven gate Onyx-
TS with smooth curves of the case is an excellent 

solu�on for installa�on together with tripod 
turns�les of the Onyx series. Access control in 

both direc�ons is carried out by turning the leaf in 
90° automa�cally by BMDrive® mechanism (no 

need to push).
The gate is blocked in the closed posi�on of the 

mechanism. Onyx-TS has metal leaf. Sizes of the 
leaf may be increases for access of carts and 

oversized loads. When the power is goes off, the 
gate unlocks to free the passage(fail-safe), that’s 

why such solu�on is appropria�ve for emergency 
exit.

Key features:

•  Solu�on for disabled and trolley access;

• Appropria�ve addi�on to other Onyx TiSO turns�les;

•    Steadfast housing suitable for high traffic areas;

• Can be integrated with any type of access control 
systems;

•  Perfect Fusion of Affordability and High Quality;

• Le� hand, right hand and double-sided opening are 
available;

• Fast and durable leaf locking system ToothLock® 
works in two modes HiSecurity and LowNoise;

• Gate housing could be adapted for both indoor and 
outdoor installa�ons;

• The safety func�on of locking system BMDrive® 
prevents the glass leaf breaking in case of vandalism;

• Compa�ble with Ramped Base Mobile Pla�orm (TiSO 
Frame-M);

• Extensive Array of Accessories for Customiza�on;

• Wired Remote Control Included in Standard Kit;

• Fail-safe;

• Low Power Consump�on.
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PROTECTIVE LEVEL

41

BI-DIRECTIONAL

650
900
mm

PASSAGE
WIDTH

MANUAL
CONTROL

ACCESS CONTROL 
SYSTEM

 

60
pers/min

 
FREE ACCESS
FLOW RATE

pers/min

SINGLE ACCESS
FLOW RATE

30
sec

OPENING / CLOSING 

1,5
2,5



Technical Speci cafi tions:

Width, mm

Length, mm

Height, mm

Passage width, mm

Mechanism

Blocking system

Voltage

Model

ToothLock®

From the AC (100-240)V, 50/60Hz; from a DC source 12 V

Electrical Specifications:

Standard housing

Available housing

Brushed SS AISI 304

Brushed SS AISI 316; Polished SS AISI 304; Polished SS AISI 316; 
Powder coated RAL

Finishing

CW (90°) and CCW (90°)

910

376

1075
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MCBF, cycles 10 000 000

Maximum power consump�on, W 60

650

Specifications are subject to change without prior notice.

SWING GATE

Emergency mode

Opera�on mode

Power fail

Free exit/entry (gate is opening automa�cally)

Fail safe (gate could be opened manually — standard)

600

Onyx-TS 650 Onyx-TS 900

1145

900

Opening/closing �me, sec 1,5 2,5

BMDrive® servodrive (BLDC) 

250376
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