TWIX ALL-IN-ONE-M

Upgrade your access control and validation
systems with the Twix All-in-One, the ultimate
two-legged turnstile tripod that takes versatility to
the next level. Building upon the reliable
foundation of the Twix tripod, the All-in-One
variant presents an innovative modification
designed to seamlessly incorporate non-standard
or oversized validation equipment, such as coin
acceptor, ticket printer, QR & Bar code scanner,
and card payment terminals.
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Key features:
* Integration with any type of pay systems: coin
acceptors, card acceptors, ticket printers and checks,

etc;

* Integration with any type of access control and ID
systems;

* Additional space for advertisement with LED
backlight;

* Ergonomical design with stylish lines;

¢ Servo-driven tripod turnstile with anti-panic system
/drop-arm function;

* Anti-panicfunction with automaticreset;
* Supply of backup battery power connection;

* Turnstileis supplied ready for installation;
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¢ Successful combination of affordable price and high
quality;

* Low power consumption;
* Whisper quiet, low noise operation;

* Can be mounted on a ramped base mobile platform
(TiSO Frame-M);

* Wide range of accessories;
® 4 LED indicators;
¢ Place for RFID readers under the top glass;

* Wired remote controlisin astandard kit.
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Technical Specifications:

Model

Width, mm
Length, mm
Height, mm
Passage width, mm
Mechanism
Blocking system

Emergency mode (fire-alarm)

Drop arm function

Twix All-in-one-M
786
1206
1450
600
Servo-driven (Triservo-M)
Two electromagnetic stoppers

Fail-safe (lowering the leash)

Drop arm function can be activated when power is on
Drop arm function activates automatically when power

goes off
MCBEF, cycles 5000 000
Electrical Specifications:
Maximum power consumption, W 55

Voltage
Finishing

From the AC (100-240)V, 50/60Hz; from a DC source 12 V

Standard housing

Available housing

Brushed SS AlSI 304

Brushed SS AlISI 316; Polished SS AlSI 304; Polished SS AlSI 316;
Powder coated RAL
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Specifications are subject to change without prior notice.
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